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CONSTRUCTION DETAILS

USE EXISTING BASE MOUNTED CABINET/CONTROLLER.
USE EXISTING CONDUIT.

USE EX]STING HANDHOLE.

USE EXISTING STEEL POLE AND MAST ARM.
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INSTALL SIGNAL HEADS

AND SIGNS AND REMOVE EXISTING SIGNAL HEADS AND SIGNS AS NOTED.

GENERAL NOTES

I. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO THE CONSTRUCTION SO THAT
ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A
CONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR
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ES RESOLVED.

SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE

NEMA PHASING

Sawatd

G 1
~
N s
| s
! -
Y ~

e

b 2 B 4
| |
~

FLASHING
OPERATION

PHASING NOTES:

PHASES ASSOCIATED BY A SOLID LINE WILL NOT GPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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DISCONNECT EXISTING ELECTRICAL CABLE FROM EXISTING
SIGNAL HEADS TO BE REMOVED AND RE-CONNECT TO PROPOSED
SIGNAL HEADS. ANY SIGNAL OUTAGE SHALL BE SCHEDULED
DURING NON-PEAK HOURS AS DIRECTED BY THE ENGINEER.
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